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T-piece Iris- Extension duct Sleece Cleanout
damper door
Activent deliveries come complete with a range of fittings, such as Activent ducts longer than 3 m are supplied in several sections. For ex-
T-piece, extension ducts, sleeves and end caps. All fittings are supplied ample, a 5 m long duct is supplied in two 2.5 m m lengths.

in a colour matching the duct’s colour. End caps can be ordered as
cleanout doors with a handle for easy removal during duct cleaning.

SUSPENSION

\ Expandable sleeve
Threaded suspension rod
/ with plastic protection

Fittings for suspension rod

Suspension rod 0,2 -2 m

<«— 0G bracket

12 mm hole for
0G bracket

Main duct is supported in a way that the duct does not put
strain on the OG brackets.

1) Activent support (OG brackets)

2) Main duct support

0G bracket
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MAINTENANCE

INSIDE CLEANING

The air terminal device can be cleaned in the same way as the rest of
the ducting system, for example with steel wool or steel brush. The end
cap of the device can also be used as a rinse opening in order to have
easy access. The manufacturer recommends an inside cleaning of the
device at the same as the complete ducting system is being cleaned.

OUTSIDE CLEANING

After commissioning the system it is recommended that the installation
company, prior to the final acceptance, will check if the system has
been contaminated with dirt during the installation time. There is a ob-
vious risk for contamination especially if the system has been installed
in an early stage of the project as concentration of building dust might
have been high.

The manufacturer recommends that dust on the Activent system easily
is being removed with a soft brush. Vacuum cleaning is also a good
cleaning method if a proper nozzle is available. Cleaning with a rag
should be avoided. There is an obvious risk to get hurt since the
Activent nozzles have sharp edges. Furthermore particles from the rag
can stick onto the nozzles. The manufacturer recommends a yearly
cleaning or even more often if necessary.

CHECKING THE AIR FLOW

Check the air flow during maintenance of the air handling system. The
easiest way is to measure the nozzle pressure in the middle of an air
terminal device. The nozzle pressure is being measured by mounting
a hose from a pressure gauge onto any nozzle and thereafter reading
the pressure gauge. For example if the reading is 25 Pa, take this value
and check in the corresponding Activent diagram with the right diam-
eter and nozzle sector. Now you can read how many litres per second
at this pressure will flow through the system. This reading gives you
the air flow per meter. This value can now be multiplied with the total
length of the air terminal device in order to get the total air volume for
the device.

PAINTING THE ACTIVENT SYSTEM

Galvanised devices should not be painted after delivery from factory.
There is an obvious risk for nozzles being plugged. If a painting should
take place after delivery from factory, the manufacturer will not guaran-
tee for any eventual noise problems etc.
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FlaktGroup is the European market leader for smart and energy efficient Indoor Air
and Critical Air solutions to support every application area. We offer our customers
innovative technologies, high quality and outstanding performance supported by more
than a century of accumulated industry experience. The widest product range in
the market, and strong market presence in 65 countries worldwide, guarantee
that we are always by your side, ready to deliver Excellence in Solutions.

PRODUCT FUNCTIONS BY FLAKTGROUP
Air Treatment | Air Movement | Air Diffusion | Air Distribution | Air Filtration
Air Management & ATD’s | Air Conditioning & Heating | Controls | Service

» Learn more on www.flaktgroup.com
or contact ane of our offices
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